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Abstract-Text:

Introduction:

In spite of the outstanding importance of neuronavigational techniques the neurosurgeon
has still highly to rely on his visual as well as tactile sense and his experience in
distinguishing tumor tissue from intact brain parenchyma. All the more, - as
neuronavigation is based on preoperative imaging scans - considerable brain shift that
may occur during surgery will lead to erroneous results. Furthermore, the surgeon looses
his tactile sense during endoscopic surgery. Therefore control of tissue manipulation is
limited today to the fiberoptic images, possibly ensured by neuronavigational supervision
or haptic feedback systems. In robotic guided surgery tactile sensing will be crucial among
other sensor systems to reach a maximum of operating safety. However human sense of
touch is a highly complex sensory perception comprising epicritical and propiozeptive
information processing. Further it comprises proportional, velocity and acceleration
sensors, moreover in an enormous high resolution. Therefore providing a tool for
intraoperative tactile perception will be a highly challenging task. Material and Method:
Different sensor concepts (strain gauge and resonant piezo) have been set up and
adapted to distinguish elasticity differences in soft tissue mimicking gel phantoms. The
strain gauges have been applied to two beams of different bending stiffness. The two tips
of the beams act both on the material to be tested. The measurement of the two
deflections allows for the calculation of the phantoms’ stiffness. In contrast to this
differential sensing concept, the piezoelectric sensor, which is driven at its resonance,
measures stiffness and damping of the phantoms by evaluating frequency or phase shift
and amplitude change. Gelatine gels of different concentrations (5%, 10%, 20%) have
been used for a characterization of the sensor elements and their sensitivity to elasticity
distinctions. Results:

Using the hand-guided strain gauge sensor differentiation of gel elasticity could be
performed with high reliability [fig 1]. Under constant mechanical load also the piezoelectric
sensor presented a linear dependency of tissue elasticity [fig 2]. Discussion:

As free hand guided tool the strain gauge system is usable by the human neurosurgeon.
However, further miniaturizing is necessary to reach a sufficient spatial resolution.
Moreover spring constants have to be adjusted to get reliable results by a gently tissue
contact. The resonant piezoelectric sensor shows to a certain extent a load dependency of
the phase shift caused by the operator. Hence the bimorph could be favoured in robotic
guided applications in conjunction with a force-torque sensor. Though additional technical



optimisation of these systems is an inevitable need for in vitro and in vivo tests, further
development of tactile sensor components will be promising.

Bild 1/JPG

Bild 2/JPG

5

L]

Phase Shift!°

10 % Gelatine-Gel 120 % Gelatine-Gel | 5 % Gelatine-Gel




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [72 72]
  /PageSize [615.118 824.882]
>> setpagedevice


